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COMBINATION CURB & GUTTER, TYPE

DRAWING 2171 STANDARD OR COMBINATION CURB &
(BOTH SIDES) GUTTER, TYPE MOUNTABLE
| JSLOPE
COMBINATION CURB & GUTTER, TYPE H : 30R. *
STANDARD OR COMBINATION CURB &
GUTTER, TYPE MOUNTABLE %‘\
\;

* 20' RADIUS IF 200" OR LESS FROM CENTERLINE OF STREET TO CENTERLINE OF TURNAROUND.

**TAPER CURB 6" TO 1".
UNDERDRAIN SHALL BE SLOPED FOR POSITIVE DRAINAGE TO CURB INLET.

R/W AND EASEMENTS FOR T-TURNAROUND TO BE DETERMINED DURING SITE DEVELOPMENT
PHASE AND PLATTING PROCESS.
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32'-0" 18" 11'- 6" €

GUTTER LINE

0,
1.56% ____1.56% PROFILE GRADE

PAVING ITEMS PER

NO. 8 OR NO. 57 ITEM 605 - 4" PIPE UNDERDRAIN STD DWG 2100

AGGREGATE

SECTIONA -A

ITEM 605 - 4" PIPE
UNDERDRAIN

NOTE:

UNDERDRAINS SHALL BE SLOPED FOR
POSITIVE DRAINAGE TO CURB INLET.

!

27'-0" FACE TO FACE
= 1/4" R.

PAVING ITEMS PER EARTH
STD DWG 2100 1"R. 6"

COMBINATION CURB & GUTTER, TYPE STANDARD MODIFIED (2010)
OR COMBINATION CURB & GUTTER, TYPE MOUNTABLE MODIFIED (2030)

A
% /%\’%
13 1/4"

\ ———
NO. 8 OR NO. 57 AGGREGATE ¥

ITEM 609 -
CURB, STRAIGHT 18" MODIFIED PER STD
DWG 2000 (DELETE 4" PIPE UNDERDRAIN)

SECTIONB -B

TYPICAL SECTION
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~ SEE SCD 2190 BARRICADE FOR END OF ROADWAY ~

300"

SIGNING SHALL BE INSTALLED TO KEEP
TURNAROUND CLEAR FOR EMERGENCY VEHICLES.
SIGNS ARE TO BE REMOVED IF AND WHEN THE
STREET IS CUT THROUGH.

REFERENCE SUPPLEMENTAL SPECIFICATIONS 1630.

* FOR USE ON
PRIVATE STREETS
ONLY

* % FOR USE ON PUBLIC R/W

NO
STOPPING|
ANY
TIME
< o

< »

L U-CHANNEL DRIVE POST

CP-116.16 (L)(R)(D)
12"x 24"

CP-114.01 (L)(R)(D)
12"x 18"

<

3NOZ
>
>
g
ANY
ONIddOLS
ON

SIGNING
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